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Model Number Welding Range Weight / Length Victor® Equivalent Uses Cutting Attachment Uses Welding Nozzle Uses Heating Nozzle

140T 1-1/4”
8-1/2 oz.

6”
J-28 141C

171W, 871W, 881W

G17-VMA-1

GMTW, GMTT

GMTR, G17-FT

G13-8VM, G17

171H

141T

1-1/4”
13.3 oz.
7-3/4”

J-100C 141C

171W, 871W, 881W

G17-VMA-1

GMTW, GMTT

GMTR, G17-FT

G13-8VM, G17

171H

141TA

142T 1-1/4”
13.4 oz.
7-3/4”

100C 142C

172W

172WRTEN

872W

172H
172HN
872H

143T

3”

1 lb. 2 oz.
8-1/2”

315C

143CA
143ACA
143SCA

173W
173WRTE

173WRTEN
873W
883W

173H
173HN
175HN
873H

143TL
1 lb. 5 oz.

11”
310C

143TLH
1 lb. 12 oz.

11”
HD310C

GENTEC® Torch Handles are available in light, medium, and heavy duty models. Torch handles are 

machined from high-quality forged brass. Threaded construction facilitates easy repairs and services.

MODEL 143T
ILLUSTRATED

FORGED BRASS HEAD
for durability

RIBBED BARREL
provides sure grip

DENSE DIE FORGED
BRASS BODY

threaded for easy service

TUBE-IN-A-TUBE-DESIGN
has greater wall thickness 
for higher handle strength

CONTROL VALVES
have Teflon® packing for 

smooth, gas-tight operation

TORCH HANDLES

Note: Available with torch end check valves (add “-CV” to model number) or flashback arrestors (add “-FA” to model mumber)

Victor® is a registered trademark of Victor Equipment Co., MAPP® is a registered trademark of BOC Group Inc., Teflon® is a registered trademark of E.I Dupont de Nemours & Co. 
These companies are not associated with Genstar Technologies Co., Inc.8

140T, 141T, 142T and 143T Series feature Tube-in-a-Tube design within each torch handle

342T Series features Gas Saver On/Off Lever, which is designed for immediate On/Off control of the oxygen 

and fuel gases for precise gas control. The pilot adjustment allows for maintaining a small pilot flame for 

immediate acceleration of the flame on the brazing tip. 342T-Y is used with Acetylene/MAPP® and 342T-F is 

used with other fuel gases

442T and 443T both feature 2 tubes within each torch handle


